BP Isocool CT
Concentrated Engine Coolant

Application

BP Isocool CT is a coolant suitable for any cooling circuit in petrol and diesel engines. BP Isocool CT can also be used in stationery coolant systems.

This is a mixture of inhibited monoethylene glycol and a number of corrosion inhibitors. It is recommended as an all-year-round coolant for all liquid cooled internal combustion engines.

A mixture of 33% v/v BP Isocool CT and 67% v/v distilled water will give protection against freezing down to -18ºC and raises the boiling point to 104ºC.

Before charging any cooling system with BP Isocool CT, the system should be drained and thoroughly flushed with clean water. Thereafter, once a year the cooling system should be drained and refilled with a fresh charge of BP Isocool CT in the correct proportions.

Main Benefits

- BP Isocool CT minimises corrosion, prevents electrolysis and breakdown from dissimilar metals (steel, cast iron, aluminium, brass, copper and tin).
- Neutralises the effect of acidic degradation of glycol.
- Is compatible with seals.
- Provides complete protection against freezing in winter.

Specifications

- MB Page 325.0
- MAN 324 type NF
- VW TL 774-C (G11)
- BMW N 600 69.0
- MTU (MTL5048)
- BS 6580:2010
- ASTM D3306, ASTM D4985
- JIS K2234

Storage

All packs should be stored under cover. Where outside storage is unavoidable, drums should be laid horizontally with the bungs parallel to the ground to avoid the possible ingress of water and the obliteration of drum markings. Products should not be stored above 60ºC, exposed to hot sun or freezing conditions.
Health, safety and environment

Health, safety and environment information is provided for this product in the Materials Safety Data Sheet. This gives details of potential hazards, precautions and first aid measures, together with environmental effects and disposal of used products.

BP p.l.c. or its subsidiaries will not accept liability if the product is used other than in the manner or with the precautions or for the purpose/s specified. Before the product is used other than as directed, advice should be obtained from your local BP office.

Typical Characteristics

<table>
<thead>
<tr>
<th>Product code</th>
<th>BP Isocool CT</th>
</tr>
</thead>
<tbody>
<tr>
<td>Density at 20°C</td>
<td>1.124</td>
</tr>
<tr>
<td>pH Value of 50% solution</td>
<td>7.0</td>
</tr>
<tr>
<td>Boiling point undiluted</td>
<td>165</td>
</tr>
<tr>
<td>Freezing point at 33% dilution</td>
<td>-12.0</td>
</tr>
<tr>
<td>Reserve alkalinity (0.1 NHCL)</td>
<td>13 - 15.0</td>
</tr>
<tr>
<td>Appearance</td>
<td>Blue / Green</td>
</tr>
</tbody>
</table>

The above figures are typical of those obtained with normal production tolerance and do not constitute a specification.

This data sheet and information it contains is considered to be accurate at the date of printing. No warranty or representation, expressed or implied, is made as to the accuracy of completeness of the data and information contained in this publication.

It is the User’s obligation to evaluate and use products safely and within the scope advised in the data sheet and to comply with all applicable laws and regulations. No statement made in this publication shall be construed as a permission, recommendation or authorisation given or implied to practice any patented invention without a valid license.

The Seller shall not be responsible for any loss or damage resulting from any hazards or risks identified in the data sheet and which are associated with the petroleum products concerned (provided that this disclaimer shall not affect any statutory rights of the Buyer of the petroleum products concerned).

BP Southern Africa (Pty) Limited
10 Junction Avenue
Parktown
Johannesburg 2193
P O Box 87013
Houghton 2041
South Africa
Tel : +27 11 488-511

Last Edited : 01/06/2010